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NEW YOREK
Building Department
PO Box 328
New Lebanon, NY 12125
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Permanent Energy Certificate

Builder/Approved Party Completing Certificate:
Building Address:
Permit Number:
Date Completed:

Location of Posted Certificate (check one):

O Furnace Room Wall

O Utility Room

[ Electrical Panel (not obstructing required labels)
L] Other Approved Interior Location:

1. Insulation R-Values (Predominant Installed Values)
Building Component Predominant R-Value Notes / Area-Weighted Average

Ceilings/Roofs

Above-Grade Walls

Slab

Basement Walls

Crawl Space Walls

Floors

Ducts Outside Conditioned Space

2. Fenestration Performance
U-Factors:

SHGC Values:

Largest Area Value:

Area-Weighted Average:

3. Air Leakage & Duct Testing Results
Building Thermal Envelope Air Leakage Test Result:

Duct Leakage Test Result (if required):



mailto:BuildingDept@townofnewlebanonny.gov

4. Mechanical & Water-Heating Equipment
Equipment Type Size / Capacity Efficiency (if applicable)

Heating System

Cooling System

Service Water Heater
Special Equipment:

O Gas-Fired Unvented Room Heater
O Electric Furnace

O Electric Baseboard Heater

5. On-Site Photovoltaic (PV) System (if installed)
Array Capacity:
Inverter Efficiency:
Panel Tilt:

Panel Orientation:

6. Energy Rating Index (ERI) Score (if applicable)
ERI Score With On-Site Generation:
ERI Score Without On-Site Generation:

7. Code Compliance Information

Code Edition Under Which Structure Was Permitted:
Compliance Path Used:
Additional Efficiency Measures (R408), if applicable:

8. Solar-Ready Zone (if provided)
Location:

Dimensions:

Signature of Builder / Approved Party:
Date:

This certificate shall remain permanently posted in the approved interior location and shall not be removed.

ge2o0f3 -  Permanent Energy Certificate - Town of New Lebanon - ver: 07.28.26



2025 Energy Conservation Construction Code of New York State (2025 ECCCNYS)
CHAPTER 4 [RE] RESIDENTIAL ENERGY EFFICIENCY

R401.3 Certificate.

A permanent certificate shall be completed by the builder or other approved party and posted on a wall in the
space where the furnace is located, a utility room or an approved location inside the building. Where located on an
electrical panel, the certificate shall not cover or obstruct the visibility of the circuit directory label, service
disconnect label or other required labels. The certificate shall indicate the following:

1. The predominant R-values of insulation installed in or on ceilings, roofs, walls, foundation components
such as slabs, basement walls, crawl space walls and floors and ducts outside conditioned spaces.

2. U-factors of fenestration and the solar heat gain coefficient (SHGC) of fenestration. Where there is more
than one value for any component of the building thermal envelope, the certificate shall indicate both the
value covering the largest area and the area-weighted average value, if available.

3. The results from any required duct system and building thermal envelope air leakage testing performed on
the building.

4. The types, sizes and efficiencies of heating, cooling and service water-heating equipment. Where a gas-fired
unvented room heater, electric furnace or baseboard electric heater is installed in the residence, the
certificate shall indicate "gas-fired unvented room heater," "electric furnace" or "baseboard electric heater,"
as appropriate. An efficiency shall not be indicated for gas-fired unvented room heaters, electric furnaces
and electric baseboard heaters.

5. Where on-site photovoltaic panel systems have been installed, the array capacity, inverter efficiency, panel
tilt and orientation shall be noted on the certificate.

6. For buildings where an Energy Rating Index (ERI) score is determined in accordance with Section R406,
the Energy Rating Index score, both with and without any on-site generation, shall be listed on the
certificate.

7. The code edition under which the structure was permitted, the compliance path used and, where
applicable, the additional efficiency measures selected for compliance with Section R408.

8. The location and dimensions of a solar-ready zone where one is provided.

Copyright © 2026 International Code Council, Inc, or its licensors (ALL RIGHTS RESERVED). Accessed by Keith Roosa
on 02/15/2026 pursuant to License Agreement with ICC. No further reproduction or distribution authorized. Any
unauthorized reproduction or distribution is a violation of the federal copyright and subject to civil and criminal
penalties thereunder.
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